SIG NA Premise Connectivity Systems
CONNECTIVITY SYSTEMS

[ The following installation instructions are intended to be used NOTE: Pictures of tools in these instructions used for exampl@
when installing the following Signamax connecting hardware: purposes only; actual tools may differ from those

\KJS458TL-C5E  KJS458TL-C6C KJ458TL-C6AC shown. J

Y Strip back at least 25 mm (1 in) of cable jacket (th?
more, the easier that will be to handle twisted-pair
conductors and fix drain wire).

Separate twisted pairs @), braid @, screen(s) @, drain wire @,

and other cable construction elements @ (if present).

Cut off all non-conducting elements @ (if present), turn braid (if

present) and screen(s) down, trim to approx. 25 mm (1 in) and

wrap drain wire around them.

If there is no drain wire, make sure to wrap all foil screens with

their conductive surfaces facing outside, to ensure reliable

contact with jack’s screen. »

Make sure you have all necessary tools for that job:
1. Electrician’s scissors (or other cable cutting tool)
2. Cable jacket stripping tool

\_3- Shear cutter

_ /L
min. 25 mm (1 in) /'
[100 mm (4 in) - recommend?( | el ‘
) ‘ ,
Thread twisted pairs through openings in termination

cap according to desired wiring scheme @.
Untwist pairs and place conductors into corresponding

slots @.

Cut off flush conductors’ excess €. After excess removal

conductors’ ends shall not protrude more then 0.5 mm (1/64 W

in @ . \. | ' J

|
raStart inserting termindtion cap @ into jack’s IDC )

compartment @ in such way that arrows on cap and
compartment’s bottom ppint in one direction €.

Press cap firmly @ and start clgsing jack’s termination jaw @
until you hear a click @. Pliers or other appropriate tool may
be used to close jaw completely.

max. 0.5 mm l -

(1/64 in)
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